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APPENDIX 1. GUIDE FOR DEVELOPING AND EVALUATING REPAIR STATION INSPECTION

PROCEDURES MANUALS

FIGURE 1. MANUAL COVER PAGE

Reference: FAR Section 145.11(a)(2). This page should identify the

manual as an "Inspection Procedures Manual."

INSPECTION PROCEDURES MANUAL
FOR

d/b/a
(NAME OF QOMPANY)

(ADDRESS)
(STREET, CITY, STATE AND ZIP QODE)

MANUAL: OONTROL NO.
ASSTGNMENT:

FAA APPROVED REPAIR STATION NO. (Insert repair station f#)
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FIGURE 2. TABLE OF CONTENTS
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REPATR STATION - DURES MANUAL
TABLE OF CONTENTS-PAGE 1 OF 3
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RECORD OF REVISION iii
LIST OF EFFECTIVE PAGES iv
SECTION I HOUSING & FACILITIES

Housing and Facilities 1
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SECTION II COMPANY ORGANIZATION
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Authority and Roster of Authorized Inspection Persomnel 2-3
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Training 1
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SECTION V INSPECTION SYSTEM
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Inspection Personnel

APPROVED: =K . M. 6"”
General Manager
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FIGURE 2. TABLE OF CONTENTS (CONTINUED)
M- i
(NAME OF COMPANY)
REPATR STATION — INSPECTION PROCEDURE MANUAL
TABLE OF CONTENTS - PAGE 2 OF 3
SECTION V INSPECTION SYSTEM (CONTINUED)
Page No.

Inspectors, Mechanics and rvisors 2
Continuity of Inspection Rza?;nsibility 3
Parts Receiving Policy 4
General Test Requirements 4-5
Work Order 6
Record of Work 7
Preliminary Inspection 8
Inspection for Hidden Damsge 9
Progressive Inspection 10
Major Repair And Alteration, Aircraft

And Components 10
Repair, Alteration and Overhaul Accessories end

Appliances 10
Inspection Procedures 1
Maintenance Inspection 12
Continuity of Maintenance Responsibility 12
Handling of Parts 13
Tagging and Identification of Parts 13-14
Part Finishing 14
Freservation of Parts 14
Shelf life 14
Incoming Material 15
Eardware and Equipment Storage 15
Record of Specialized Inspection

Test and/or Calibration 16
Record of Inspections 16
Record of Test and Calibration of Precision Fquipment 16
Work by Outside Contractors 16
Control of Precision Tools and Test Hyuipment 17
Test Equipment Calibration Requirements 17-18
Final Inspection and Release to Service 19-20

ne T




AC 145-3 2/13/81
Appendix 1

FIGURE 2. TABLE OF CONTENTS (CONTINUED)

(NAME OF COMPANY)
REPAIR STATION — INSPECTION PROCEDURE MANUAL

TAELE OF CONTENTS PAGE 3 OF 3
SECTION V INSPECTION SYSTEM (CONTINUED)

Page No.

Maintenance Release Statement 21
Maintenance Release Statement For Air Carrier Work 21A
Malfunction or Defect Report 22
Mechanical Reliability Reports 22
Responsibility for Submitting Reports 22
Subcontracted Maintenance 23
List of Subcontracted Maintenance 23
Performance of Maintenance, Preventive Maintenance,

Alterations end Required Inspection Under the

Continuous Airworthiness Requirements of

FAR Parts 121, 125, 127, and 175 24
Required Inspection Items (RII) 24
Performance of Work at & Location Other
Then The Repair Station o)

SECTION VI FORMS
List as Required for Repair Station Operation

APPROVED: J' )w ~./3"-O

ner: er
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FIGURE 3. INTRODUCTION PAGE
Reference: FAR Section 145.11(a)(2) and Section 145.45(f). This page
should reflect the company's philosophy and an explanation of the manual.

(NAME OF COMPANY)
REPAIR STATION — INSPECTION PROCEDURES MANUAL

Title: Introduction
Page No: i
Issue Date: 7/1/78

This inspection procedures menual has been prepared in accordance with
the current Federal Aviation Regulations (FAR) and the policies of
(insert name of company).

This manual explains the internal inspection system in detail,
including the continuity of inspection responsibility. It gives
samples of inspection forms used and their method of execution. The
menual gives a detailed explanation of the following portions of the
inspection system: incoming materials, preliminary inspection, hidden
damsge, inspection continuity and final inspection of the article
being maintained or altered at this facility.

The generel repair, overhaul or alteration of products will be
performed in accordance with the current Federal Aviation Regulations,
menufacturer's data, drawings, specifications and bulletins, or other
technical date approved by the Administrator for the perticular
(insert appropriate rating(s) or limited rating(s) airframe, engine,
ropeller or applisnce). ILimited rating specialized service for
%insert appropriate rating) will be performed in accordance with the
procedures outlined in the (insert name of compeny) Process
Specification (insert number) approved by the Federal Aviation
Administration (FAA) dated (insert date approved by FAA).

This repair station will not meintain or elter any item for which it
is not rated, and will not maintain or alter any article for which it
is rated if it requires technical data, equipment, materials,
facilities or trained personnel that are not available. (FAR 145.53).

The technical library and this inspection procedures manual, required
for operation of this repair station, will be maintained in a current
status at all times.

Each supervisor and inspector working for this repair station will
have a current copy of this menual and should thoroughly understand
its conten®s. It will also be available to other repair station
personnel.

Note: (If applicable) include the following: The performance
of eny maintenance, preventive maintenance, alteration or
required inspections for an air cerrier or commercial
operator having a continuous airworthiness program under
FAR Part 121, 125, 127, or 135, will be performed in
accordance with the requiremen‘f;s of FAR 145,

Section 145.2

APPROVED:g . )"- : é%
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FIGURE 4. MANUAL CONTROL PAGE
Reference: FAR Section I45.45(f). This page should explain how the
manual is to be maintained and kept current.

r OF QOMp

REPATR STATION - N MANUAL

Title: Manual Cootrol
Peage No: i1
Issue Date 7/1/78

Each marmal will have a control muber and an assigrment entry on the
manual cover page. A master list containing the menual mumber,
location and revision status will be kept in the general manager's
office.

The general manager will obtain from the chief inspector and each
shop supervisor once each month a manual status report. This report
will either confirm that the manual is still current and valid for
that department's use, or will identify needed changes.

A follow-up file will be maintained in the general manager's office
showing, on a contimuous basis, the disposition of each needed change
which is identified.

The general manager will have those revisions he finds necessary
produced in a final form for coordination with the FAA Gepmeral
Aviation District Office at (insert location). Each page of the
marual and revision thereto will be approved by the general menager.
Upon acceptance by. FAA, sufficient copies will be made and distributed
to provide revision pages for each marual holder.

Upon receipt of a revision, each merual holder will be responsible for
inserting the revised pages in its manual, record the revision on the
manual's record of revision pege and return the acknowledgment form
(provided with the revision) to the general manager showing the holder
has revised its manual.

A list of effective pages will be issued with each revision so each
manual can be checked and kept axrent.

APPROVED: 0. M. Frso

General Manager
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FIGURE 5. RECORD OF REVISION PAGE
Reference: FAR Section 1;5.5522. This page should contain a record of all
revisionse.
1-

(NAME OF COMPANY)
REPAIR STATION - INSPECTION PROCEDURES MANUAL

Title: Record Of Revision
Page No: iii
Issue Date: 7/1/78

Manual No. Manual Holder

Retain this record in the manual. Upon receipt of revisions, insert
revised pages in the mamual and enter the revision mumber, revision date,
insertion date and initials of person incorporating the revision, in the
appropriate block on the record of revisions. Return acknowledgment form
to general manager. All persommel are expected to suggest revision
requirements, when the need is apparent, to the general manager.

Rev. Rev. Insertion Rev. Rev. Tnsertion

No. Date Date By No . Date Date B
Originall 7/1/78 7/1/78 HDQ

Issue

aProvED: W Boso
General Manager
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FIGURE 6. LIST OF EFFECTIVE PAGES _

Reference: FAR Section 145.45(f). This page should list each page in
the manual and show the current effective date of that rage. A new
list of effective pages would be required with each revision in order
to provide a means for the manual holder to check that its manual is
current.

' (NAME OF COMPANY)
REPAIR STATION - INSPECIION PROCEDURES MANUAL

Title: List of Effective Pages
Page No: iv
Issue Date: 7/1/78

Revision No:
Page Page Page
Section No. Date Section No. Date JSection, | Noe Date

Table of |1 Thry

Contents |3 7/1/78
Introduc-
tion i 7/1/78

Manual ii 7/1/78
Control

Record of
Revisions |iii 7/1/78

List of
Effective
Pages iv 7/1/78

I 1 Thru) 7/1/78
2

II 1 7/1/78
3

III 1 w 7/1/78
2

41 1 Thru} 7/1/78
9

v 1 7/1/78
25

VI List as necessary for repair station operation
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FIGURE 7. SECTION I - HOUSING AND FACILITIES COVER PAGE

NOTE: This information is not required by FAR to be included
in the manual. If inclusion is desirable examples are
provided.

OF OOMP.
REPAIR STATION - INSPECTION PROCEDURES MANUAL

SECTION I
HOUSING AND FACILITIES
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FIGURE 8. HOUSING AND FACILITIES DESCRIPTION PAGE.
Reference: FAR Section 145.35(a) through (h) and FAR Section 145.37(a)
To . 1s page sho contain a description o e 0!
buildings, facilities and type of construction. Include type of floors,
heating, lighting, natural light, electrical and compressed air outlets.
Other special requirements applicable to spray painting, airframe or
engine ratings, instrument, radio and propeller ratings, should be
covered on this page. Total area (in square feet) should be given.

NOTE: (Ref. FAR Section 145.21). Any changes to the location or
in its housing and facility must be approved in writing by
the local Flight Standards District Office.

(NAME OF COMPANY)
REPATR STATION — INSPECTION PROCEDURES MANUAL

Section: I

Page No: 1

Title: Housing and Facilities
Issue Date: 7/1/78

The (insert name of compeny) FAA Certificated Repair Station No.
(insert) is completely housed in an all steel semicantilever two bay
hangar with attached offices, stockroom, and shops with the following:

69,000 Square feet of hangar floor space
1,183 Square feet of office space

2,662 Square feet of stockroom floor space
2,581 Square feet of shop space

All floors are constructed of reinforced concrete with asphslt tile
overlay in the offices and shops.

All office and shop spaces are lighted with fluorescent light fixtures.
Al]l hangar bays are lighted with approximately 50 explosion proof 750
watt lamp assemblies. 220 Volt-30 emp and 110 Volt~20 amp circuits are
available in hangar and shop areas.

Hangar has four doors, each 50' wide, two to each of the hangar's two
bays. The doors, when open have all overhead clearance of 38'6" and
leave a 100' opening the full length of each hangar bay. Doors can be
operated manually or electrically.

Traveling hoists are located on the beams of the hangar, servicing the
entire floor space. The entire hangar, offices, stockroom and shops are
protected with a fire alarm and sprinkler system. The ramp in front of
the hangar is concrete and is lighted by floodlights at night.

A 90 PSI/60 CRM electric driven air compressor supplies filtered
compressed air to wall ocutlets equipped with moisture trape at convenient
locations in hangar and shop areas.

Hangar is heated by a central boiler room blowing hot air through ducts
and overhead blowers. The offices, stockroom, and shops are heated
through hot air ducts.

APPROVED: v WM. (B

ner er

10
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FICURE 9. FACILITY FLOOR PLAN .
Reference: FAR Section 145.37. This page would contain a floor plan

of shops, hangar, stock area, offices, etc. External dimensions of the
individual areas should be given.

(NAME OF COMPANY)
REPATR STATION - INSPECTION PROCEDURES MANUAL

Section: I

Page No. 2
Title: Facility Floor Plan
. Issue Date: 7/1/78
HANGAR
]
BAY 1 BAY 2

[y
Hf\ ifles] THI )—DT ‘T-!Eglf'c' H
! JlIJZ |

B
(‘t ﬂ c2 |

A-TIRE STORAGE 13x12 D= m METAL SHOP S0X24 G- I.IBRARY 15X12

B-STOCKROOM OFFICE 48X24  E1-MAINTENANCE CFFICE. . 23¥20 H- WORKSHOP 44X20

Cl- STOCKROOM 29x24 E2-AVIONIC GFFICE 23X20 J1-AVIONIC SHOP 28X17
C2-Stockroom 24X14 F- INSPECTION CFFICE 15X10 J2-AVIONIC SHOP 37X20

APPROVED: \ A& .
eras er

11
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FIGURE 10. SECTION II - COMPANY ORGANIZATION OOVER PAGE

NOTE: Only information relating to the inspection responsibility
continuity is required to be included in the manual.

S
OF OOMP.
REPATR STATION - MANUAL
SECTION IT
COMPANY ORGANIZATION

12
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FIGURE 11. ORGANIZATIONAL CHART
Reference: FAR Section 145.43(a) through (e).

AC 145-3
Appendix 1

This page should contain

the company organization flow chart indicating authority by title only.
It should reflect separation between supervision of the maintenance and
inspection departments.

|

(QNAME OF OOMPANY)

REPAIR STATION - INSPECTION PROCEDURES MANUAL

CGRGANIZATIGNAL CHART

Section: II
Page No: 1

Title: Organization Chart

Issue Date: 7/1/78

APPROVED: . V. /5490
General Manager

GRNERAL
MANAGER
CHIEF STOCKROM MAINTENANCE AVIONICS
NSPECTOR MANAGER MANAGER
! |
STOCKROM WORKTNG WORKDIG WORKDNG
- INSPECHES CIRRKS PORRMAN PORBNAN POREMAN
L s TECHNICIANS TRCINICIANS
MECHANICS

13
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FIGURE 12. AUTHORITY AND ROSTER OF AUTHORIZFD INSPECTION PERSONNEL.
Reference: FAR Section 145.43(a)(2). This information is not required by
regulation to be kept in this manual but is required to be available in the
repair station. It is recommended that this information be kept in the repair
station only, so a revision to the list would not require a revision of the
manual. If a repair station finds it advantageous, the information may be

included in this part of the manual. In either case, it should include the
name of the chief inspector, all inspection personnel and identify those
inspectors who make final quality determination before approval for return to
service. It should include all authorized signatures for "Return to Service"
and indicate the area of responsibility of each person.

NOTE 1: A space should be provided opposite each name for their
signature. If work is performed in accordance with FAR Section
145.2, required inspection personnel should be designated as
required by Subpart L of FAR Part 121, Subpart G of FAR Part 125,
Subpart I of FAR Part 127 and Subpart J of FAR Part 135.
Training records are required to be maintained on each individual
to show campliance with FAR Section 145.39(e).

NOTE 2: No person may perform a required inspection on work covered
by Section 145.2 if that person performed the item of work to be

inspected.
I
(NAME OF COMPANY)
REPAIR = S_MANUAL

Section: II

Page No: 2

Title: Authority and Roster of

Authorized Inspection
Pe: ]
Issue Date: 7/1/78
ificate or's Identification
Rame and Title and Number Signature Initial _Stamp
Z
Chief, Inspector Repaimman O 36891
Instruments
Propellers

(**) Joseph Camp
Inspector Line &
Receiving AP 21625
%) Michael Jabe

Inspector Rangar
and Receiving ASP P1392
)

T*) Anthony Mickalo
Maintenance ASP T1496
T*E) John E‘x'"er Tepaimman 1420
Avionics Manager Avionics
May Puree Repairman
I% Avionics Avionics
Repairman Z

Inspector X-ray
Specialized Ultrasonic
Service Magnetic particle

Authority Delegation.
(*)Authorized to sign for lead mechanic work only.

(**) Authorized to return air carrier aircraft to service, in accordance with
FAR Parts 121, 125, 127, and 135 within the scope of the repair station.

(*A) Authorized to return air carrier aircraft to service, in accordance with
FAR Parts 121, 125, 127, and 135 regarding avionics equipment, within the ‘scope
of the repair station ratings.

AreRovED: - WV . Beeo
Teneral Manager

er

e—

14
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FIGURE 12. AUTHORITY AND ROSTER OF AUTHORIZED INSPECTION
PERSONNEL (OONTINUED)

AC 145—3
Appendix 1

OF QOMP,

REPATR STATTON - INSPECTION MANUAL
Section: II

Page Mo. 3

Title: Authority and Roster of
Authorized tion
Persamel Tospec

Issue Date: 7/1/78

AUTHORTTY DELEGATION (COONTINUED)

For a complete list of duties, see Chief Inspector's duties.

The inspector will signify acceptance of work performed by stamping the
appropriate box an the work order or inspection form along with the date
the work is accepted.

Log book entries, inspection forms, and FAA forms must be signed using full
name and in ink by the inspector completing the inspection.

A master list shall be maintained with each inspector's full pame, initials
and stamp in this section of the repair station manual (or in the repair
station as applicable). A stamp issued to an inspector will be destroyed when
an inspector mo longer acts as a member of the inspection department, and that
muber will not be reissued.

All inspectors are authorized to return to service aircraft and/or component
for which the ir station is rated after amnual inspection, mejor
alteration or mejor repairs have been completed.

APPR)VED:\Q- M.
General Manager

15
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FIGURE 13. SECTION IIT - PERSONNEL & TRAINING OOVER PAGE

NOTE: This information is not required by FAR to be included
in this manual, except the procedures for training inspection
personnel. Companies who desire, may include this infor-
mation in its manual for all personnel.

_—
OF COMP,
REPATR STATION - INSPECTION PROCEDURES MANUAL
SECTION ITI
PERSONNEL & TRAINING
~ R

16
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FIGURE 14. TRAINING INFORMATION

Reference: FAR Section 145.39(e) and Section 145.45. This page showuld
identify what methods are to be used. The records should reflect the2
methods, type, length of training, where and when it was received. 1he
records should be kept current.

OF COMP.
REPAIR STATION - MANUAL

Section: III

Page No. 1

Title: Training
Issue Date: 7/1/78

Training of repair station inspectors and other persommel will be
accomplished by classroom instruction plus factory and on the job
training as necessary.

Classroom training will be accomplished by the maintenance manager,
chief inspector or factory field service representatives.

Factory training will be scheduled as necessary for persomnel to become
familiar with new aircraft and aviation products or product
improvements.

Current records will be maintained for each employee by the general
manager on Form 123, Record of Employee's Training. The record will
indicate the type of training (detailed), method, duration, date of
completion, location and include the name of the instructor that
conducted the classroom and on the job training. Copies of the
certificates issued for factory training will be kept in employee's
file.

17
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FI'GURE 15. EMPLOYMENT SUMMARY

Re:ference: FAR Section 145.43(b) (1) through (5). This information is not
r equired by regulation to be kept in this manual, but is required to be
#zwvailable in the repair station, it is suggested that this information not
I>e made part of this manual so that a revision to the list would not require
a revision to the manual. A company who desires, may include it in it
manual. In either case, a separate summary is required for each person that
is listed in Section II, Pages 1 & 2. It should contain the information as
shown on the sample for each persor to show compliance with the regulations.

NOTE 1: It should be in the format of the referenced regulation.

NOTE 2: It is recommended that space be provided at the end of each
sumary for the individual's signature.

NOTE 3: This summary is required to be maintained in accordance with
Section 145.43(c) through (e).

(NAME OF (DMPANY)
REPATR STATION - INSPECTION PROCEDURES MANUAL

Section: III
Page No: 2
Title: Employment
Issue Date: 7/1/78

Name: Harry Jones Title: Chief Inspector

Scope of present employment: Has complete repair statiorn irspection
responsibility. Type certificate?s; ratmgis; émerisi AXP 15602
—_—2

Repairmar Q36891 _Instruments & Propellers. Total years experience: 30yrs.

Work Record

From To Employer ard address Position

I. 1I-48 2-58 A.B.C. Aviation - Newton, New York AYP Mechanic
2. 2-58 5-65 A.B.C. Aviation - Newton, New York Lead Mechanic
3. 5-65 7-69 A.B.C. Aviation - Newton, New York Shop Foreman

4. 7-69 Preserit Elmo Aviatior - Fresno, California Chief Inspector

s _Hagung grase

APPROVED: o4, M.
General Manager

18
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FIGURE 16. SECTION IV - DUTIES AND RESPONSIBILITIES QOVER PAGE
NOTE: This section should contain the duties and responsibilities

of key positions by title (use separate page(s), one page for
each position shown on the organizatioral chart in Section II).
No names should appear in this section, only titles. Title
should be the same as on the organizational charts and eleswhere
in the manaul. The information contaired on the following pages
are examples. Place the applicable titles, duties, and
responsibilities in the appropriate positions as they exist at
your facility. Only the information relating to the continuity
of inspection responsibility is required to be included in the
manual.

QIAME CF COMPANY)
REPAIR STATION - INSPECTION PROCEDURE MANUAL

SECTION IV
DUTIES AND RESPONSIBILITIES

19
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FIGURE 17. DUTIES AND RESPONSIBILITIES - GENERAL MANAGER
Reference: FAR Sections 145.35, 145.37, 145.39, I45.41. 145.43,

145.47, 145.49, and 145.55.

(NAME OF (QOMPANY)
REPATR STATION - INSPECIION PROCEDURES MANUAL

Section: IV

Page No: 1

Title: Duties and Responsibilities
Issue Date: 7/1/78

GENERAL MANAGER

The general manager is responsible to the vice president of technical
services for the camplete overall operations of the repair station,
including the adequate housing ard facilities and the continued
maintenance thereof. In addition the general manager is also
responsible:

For providing adequate training, equipment, materials and campetent
persormel pertinent to the operations of the repair station in order
that it may comply with all applicable Federal Aviation Regulations
(FAR) and manufacturer's recommendations.

To ascertair that adequate fire fighting equipment is available at
the repair station.

To establish standards to ascertain that adequate safety precautions
are observed.

To establish procedures to determine the reed for original

and recurrent training of personnel consistent with the work to be
performed. Establish liaison with air carriers respecting applicable
FAR requirements, when work for air carriers is to be performed.

In the absence of a maintenance manager or chief inspector the
general manager assumes the responsibilities and delegates authority
to qualified persormel as dictated by FAR Part 145 and FAR Part 43,
to release aircraft for service after repair or inspections.

The general manager may delegate all duties assigned to any qualified
assistant as necessary however, such delegation does mot relieve the
general manager of the overall responsibilities.

aprrovip: 9. Y. Bevo
General Verager

20
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FIGURE 18. DUTIES AND RESPONSIBILITIES - CHIEF INSPECTOR
Reference: FAR Sections 145.35,145.45, 145.47, 145.55, 145.57, and 145.59

(NAME OF COMPANY)
REPATIR STATION - INSPECTION PROCEDURE MANUAL

Section: IV

Page No: 2

Title: Duties and Responsibilities
Issue Date: 7/1/78

CGHIEF INSPECTOR

The chief inspector is responsible to the general manager for the overall
operation of the inspectior departmert and, as such, will have the final
authority in the releasing to service of airframes, engires, propellers,
appliances and the component parts thereof. In addition, the inspector
is responsible for directing, plarming and laying out the details of
inspectior: standards, methods and procedures used by the repair station in
complying with all applicable Federal Aviation Regulations, marufacturer's
specifications and recommendations.

It is the chief inspector's duty to:

1. Assist, supervise and direct all persormel assigned to the inspection
department.

2. Ascertain that all inspections are properly performed on all completed
work and that the proper inspection records, reports and forms used by the
repair statior are properly executed prior to releasing the product for
return to service.

3. Maintain and keep crrent a file of pertinent Federal Aviation
Regulations, specifications, type certificatior data sheets, ard
airworthiness directives.

4. Determine that all technical data on all articles overhauled or repaired
by the repair statior are secured and kept currert with latest revisions by
the respective department inspectors. This data will include repair
station's process specificatior for limited rating specialized services,
marufacturer's overhaul manuals, service bulletins, part specificationms,
related Federal Aviation Administration approved data and other technical
data used by the repair station. In additior, assure that all military
technical orders used in the overhaul and repair of components have been
evaluated and approved by the FAA.

APPROVED: o2 - .. Bewo

General Manager

21
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FIGURE 18.

2/13/81

DUTIES AND RESPONSIBILITIES - CHIEF INSPECIOR (CONTINUED)

OF (DMPANY)
REPATR STATION - INSPECTION PROCEDURES MANUAL

Section: IV

Page No: 3

Title: Duties and Responsibilities
Issue Date: 7/1/78

QGHIEF INSPECTOR (CQONTINUED)

5. Assure that periodic checks are made oo all inspection tools ard the
calibration of precision test equipment used by the repair station and
mechanics who have their own precision equipment. Futher assure that a
current record of those inspections and test is maintained.

6. Determine that no defective, unserviceable, or uwairworthy parts are
installed in any component or articles released by the repair station.

7. Submit reports of defects of wnairworthy condition in accordance with
FAR 145.63.

8. Assure the proper execution of FAA Form 337 wher required, and/or a
maintenance release.

9. Accomplish the final acceptance of all incoming material, including new
parts, supplies and the airworthiness of articles on which work has been
performed outside the repair station by contract.

10. Oonduct the preliminary, hidden damage, in-progress, and final
inspection of all articles processed by the repair station and record
results as outlined in this manual.

11. Oversee the proper tagging and identification of all parts and
canponents as outlined in this manual

12. Provide for continuity of inspection responsibility, assuring
completion of required inspection wher personnel shift or assigrment changes
occur.

APPROVED: w M+ (Zveo

General Manager

22




2/13/81 AC 145-3
Appendix 1

FIGURE 18. DUTIES AND RESPONSIBILITIES - CHIEF INSPECIOR (CONTINUED)

OF QOMP.
REPAIR STATION - MANUAL

Section: IV

Page No: 4

Title: Duties and Responsibilities
Issue Date: 7/1/78

CGHIEF INSPECIOR (QONTINUED)

13. See that rejected and unserviceable parts are handled in such a way as
to prevent their reuse as serviceable parts.

14. Ascertain that all inspections are properly performed ac all campleted
work before it is approved for return to service, and that the proper
inspection and maintenance records, reports, and forms required for such
release are properly executed.

15. Maintain files of completed work orders and inspection forms in such a
marner that the file pertaining to a specific item repaired can be readily
located for review.

16. Inspect all radio work that requires the qualification of an ASP
mechanic, such as airframe structures, airframe electrical wiring, and
weight and balance.

Note: The chief inspector may delegate all duties assigned
to any qualified assistant as necessary, however, such
delegation does rot relieve the chief inspector of the
overall responsibilities.

APPROVED: . M. Reeo
General menager

23



